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LOREX Technology - CVC7993


Below are all the different types of LOREX Technology. Select the device of your choice, to download the manual 
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					Click here to download the manual
Contents
 4  Removable Sunshade    BUSINESS  amp  HOME    Take Sunshade Off   1  Hold body of housing  rear of camera faces you    2  Pull sunshade backwards  towards you    Put Sunshade On   1  Hold body of housing  rear of camera faces you    2  Push the sunshade forward  away from you     Specifications    Image Sensor   1 4    Interline transfer type color  CCD   Effective Pixels   NTSC 510Hx 492V  250K    Scanning System    NTSC  525 Lines 2 1 Interlace   Scanning Frequency    NTSC  15 734KHZ  H     59 94Hz  V    Resolution Horizontal   350 TV Lines   Shutter Speed    NTSC  1 60  1 100 000 sec    S N Ratio   More than 48dB  AGC off    Sync  System   Internal Line Lock Mode   Min  Illumination   1 0  no LED  0 1 Lux  LED    White Balance   AWB   Video Output   VBSI OVp p  75 0 load    Lens 
...
				
		

	 

    
	
	
		

			
		
		
	

	

	
	
			Home
	LOREX Technology
	CVC7993


	


    
        


© Sitemap - Copyright 2010-2020



              



    




    

			
		
		
	









