


    

			
		
		
	






    

	
		
		
	

	
		
		

	

	








	
	
			Home
	Omega Vehicle Security
	DPC10-TL


	


    

            
Omega Vehicle Security - DPC10-TL


Below are all the different types of Omega Vehicle Security. Select the device of your choice, to download the manual 
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					Click here to download the manual
Contents
 DPC10 TL Totalizer   M1662 0693     POWER   Internal battery  3 V  lithium  Life expectancy  5 years     Replacement Part  DPC 10 BAT   PHYSICAL   Operation Temperature  0     55  C   Storage Temperature   20   TO   C   Operating Humidity  90  Non condensing   Weight  2 2 oz  net   Display Size   43  high   Front Panel Rating  NEMA 4X when mounted   with gasket provided    Case Material  CycolacX 17   TOTALIZER   Type  UP counting  Digits  8    DC COMMON  Terminal 1    COUNT INPUTS   Input B  Terminal 2  low speed input designed for contact  closures to common   Speed  0 40 Hz  Minimum Low Time  5 msec  Minimum High Time  20 msec  Impedance  101 kQ  Voltage Thresholds  Low 0 to 0 4 V dc  High 2 0 to 28 V dc  Max  High 28 V dc    Input A  Terminal 3  high speed Input requiring a voltag
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