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Electro-Voice - 603TR


Below are all the different types of Electro-Voice. Select the device of your choice, to download the manual 
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					Click here to download the manual
Contents
  tores  ENGINEERING DATA    MODEL 603TR  DYNAMIC MICROPHONE    SPECIFICATIONS   Type  Transistorized dynamic   Frequency Response  200 to 4 000 Hz   Impedance  Matches 100 to 500 ohm carbon   input   Polar Pattern  Pressure gradient    Differential close talking    Output Level  Adjustable up to   44 db with   normal speech Ya    from front of  microphone     0 db   1 volt dyne cm     Diaphragm  Electro Voice Acoustalloy      Case Material  High impact phenolic   Finish  Black   Amplifier Gain  48 db   Current Drain  22 ma at 14 volts   Rated Supply Voltage  24 volts nominal    14 to 29 volts    Maximum Undistorted Output  4 0     with 24 v supply and 250 ohm  load    Dimensions  2VT W x 3 9 16    H x 1 3 8    D   Net Weight  lYi ounces   Connector  PJ 068 or XLR 4 12C   Cable  3 or 4
...
				
		

	 

    
	
	
		

			
		
		
	

	

	
	
			Home
	Electro-Voice
	603TR


	


    
        


© Sitemap - Copyright 2010-2020



              



    




    

			
		
		
	









