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Electro-Voice - DO54


Below are all the different types of Electro-Voice. Select the device of your choice, to download the manual 
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					Click here to download the manual
Contents
  SPECIFICATIONS  Generating Element    Dynamic   Frequency Response    50 to 18 000 Hz  Polar Pattern    Omnidirectional   Impedance    Lo Z  150 ohms  balanced    Output Level     58 dB    0 dB   1 mW 10 dynes cm 2     EIA Sensitivity     151 dB  Diaphragm    Electro Voice Acoustalloy     Case Material    Steel   Dimensions    28 6 mm  1 13 in   widest diameter    19 1 mm  0 75 in   shank   146 1 mm  5 75 in   long  Finish    Fawn beige micomatte  Net Weight    184 g  6 5 ounces    Cable    4 6 m  15 ft   2 conductor  shielded   rubber jacketed  broadcast type  cable with Switchcraft A3F  connector on one end   Cable Connector    Mates with Switchcraft A3F  or equivalent    Accessories Furnished    Model 312A clamp  Zippered vinyl carring case  Optional Accessories    Model 313A shoc
...
				
		

	 

    
	
	
		

			
		
		
	

	

	
	
			Home
	Electro-Voice
	DO54


	


    
        


© Sitemap - Copyright 2010-2020



              



    




    

			
		
		
	









