


    

			
		
		
	






    

	
		
		
	

	
		
		

	

	








	
	
			Home
	Electro-Voice
	US637BA


	


    

            
Electro-Voice - US637BA


Below are all the different types of Electro-Voice. Select the device of your choice, to download the manual 
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					Click here to download the manual
Contents
   Iste  t3k  a      i KM sccv     ElecIroT bIce      a MARK IV company   Commercial   Microphones    US637A US637SA   US637BA US637SBA   GOOSENECK MOUNTED  PAGING MICROPHONE    SPECIFICATIONS   Element    Dynamic   Frequency Response    50 10 000 Hz  see Figure 1    Polar Pattern    Omnidirectional   Impedance    150 ohms  Sensitivity    Open Circuit Voltage    0 87 mV Pascal at 1 000 Hz  Power Level     62 dB at 1 000 Hz  0 dB  1 mW Pascal   Case Material    Die cast zinc  Finish    Non reflecting silver  US637A US637SA   Non reflecting black  US637BA US637SBA   Net Weight    US637SA USG37SBA    822 g  29 oz  including cable  US637A US637BA    794 g  28 oz  including cable  Dimensions    Length    597 mm  23 5 in      includes 18 in  gooseneck    Diameter    40mm  1 57 in     Mountin
...
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