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Technics - SU-810


Below are all the different types of Technics. Select the device of your choice, to download the manual 
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					Click here to download the manual
Contents
 ORDER NO  AD8911327C2   Service Manual    Stereo Integrated Amplifier     SPECIFICATIONS    DIN 45 500     20 Hz  20 kHz continuous power output    both channels driven   2 X 40 W  8 O    1 kHz continuous power output   both channels driven  THD  1     2 X 50 W  8 n   2 X 75 W  4 n    63 Hz 12 5 kHz continuous power output   both channels driven  0 7      2 X 45 W  8 0   2 X 65 W  4 Q    Total harmonic distortion   rated power at 20 Hz 20 kHz   0 02   8 D    rated power at 1 kHz   0 007   8 n    half power at 20 Hz 20 kHz   0 02   8 n    half power at 1 kHz   0 007   8 O    Intermodulation distortion   rated power at 50 Hz  7 kHz   4 1  SMPTE  8 Cl 0 02    Residual hum and noise   1 mV   Damping factor   60  8 Q   30 4 Q    Headphones output level and impedance   450 mV 330 Q   Load i
...
				
		

	 

    
	
	
		

			
		
		
	

	

	
	
			Home
	Technics
	SU-810


	


    
        


© Sitemap - Copyright 2010-2020



              



    




    

			
		
		
	









