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PYLE Audio - PYD 2200


Below are all the different types of PYLE Audio. Select the device of your choice, to download the manual 
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					Click here to download the manual
Contents
 Specifications    PYD2200    Input Sensitivity Impedance   High   10kHz   12  12dB   Mic 1 2   Phono 1 2   Line 1 9   1 5 mV 600 Ohms  bal unbal  3 0 mV 50K Ohms   150 mV 27K Ohms   Mid   Low   1 kHz   12  12dB   100Hz   12  12dB   Output Level   Amp   Booth   Record   2 0 V lOkOhms   2 0 V lOkOhms   150m V l OkOhms   MIC Tone Control   High   LOW   10kHz   10  10dB   100Hz   10  10dB   Frequency Response   20Hz   20kHz     3 dB   Talkover Attenuation    16dB   S N Ratio  at 1 kHz    Mic   Phono   Line    gt 60 dB 1 5mV input   gt 70 dB 3 0mV input   gt 80 dB 150 mV input     Distortion   Mic   Phono   Line   0 20    0 05    0 03    Power Source   120 VAC  60HZ 230 VAC  50 Hz   Dimensions  inches   mm    19 0x4x7    482 x 101 6 x 177 8     Limited Warranty   All PYLE PRO products are 
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