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OWI - LRP502


Below are all the different types of OWI. Select the device of your choice, to download the manual 
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 L A  ROCKER SPEAKER  LITTLE ROCK    ARCHITECTS AND ENGINEERS  SPECIFICATIONS TECHNICAL DATA    GENERAL SPECIFICATIONS    MODEL    IMPEDANCE   SYSTEM   TYPE   MAX POWER    WATTS    FREQUENCY   RESPONSE   SENSITIVITY   DISPERSION   CROSSOVER   LR202   8 Ohms   2 Way   80   80 Hz   20 kHz   87 dB   CD   O   o   6 kHz   LR203   8 Ohms   3 Way   100   80 Hz   22 kHz   87 dB   CD   O   o   6   9 kHz   LRP502   8 Ohms   2 Way   120   60 Hz 19 kHz   90 dB   CD   O   o   6 kHz   LRP503   8 Ohms   3 Way   120   60 Hz   22 kHz   90 dB   CD   O   o   6   9 kHz   LR701   70 Volts   Full Range   2 5  5  10  15   85 Hz   22 kHz   87 dB   CD   O   o   4 kHz   LR702   70 Volts   2 Way   2 5  5  10  15   90 Hz   22 kHz   87 dB   CD   O   o   6 kHz   LR703   70 Volts   3 Way   2 5  5  10  15   80 Hz   2
...
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