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Shure - M75E-95C 7


Below are all the different types of Shure. Select the device of your choice, to download the manual 
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Contents
 222 HARTREY AVE     EVANSTON  ILL     0204  U S A     MICROPHONES AND ELECTRONIC COMPONENTS   AREA CODE 312 328 3000     CAB LE SHORE MICRO    MODEL M75E 95G   FOR GARRARD SL95  AUTOMATIC TURNTABLES    DATA SHEET   GARD A MATIC    STEREO DYNETIC  PHONOGRAPH CARTRIDGE  HEAD ASSEMBLY    FREQUENCY   RESPONSE    OUTPUT VOLTAGE     SPECIFICATIONS  MODEL M75E 95G         y         f l    4k     y 5       if       JC k    From 20 to 20 000 Hz    5 7 millivolts per channel at   1 000 Hz  at 5  cm sec      amp     CHANNEL   SEPARATION  Nominally over 25 clb at 1 000 Hz     CHANNEL   BALANCE    RECOMMENDED  LOAD IMPEDANCE     Within 2 db of each other  47 000 ohm  per channel      INDUCTANCE  720 millihenries    D C  RESISTANCE  630 ohms    STYLUS MODEL   N75E  Replacement  Grip Color   Yellow 
...
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