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Niles Audio - HD-525: 55 Hz to 21 kHz


Below are all the different types of Niles Audio. Select the device of your choice, to download the manual 
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  PRELIMINARY TECHNICAL    SHEET     blueprint   series   HC9BK3B3DD    HD 525    E    1     HD HIGH DEFINITION     Designed for superior sonic quality and durability     SPECIFICATIONS   FREQUENCY  RESPONSE  Plus or minus 3 dB   HD 525  55 Hz to 21 kHz  HD 650 45 Hz to 21 kHz  HD 800 35 Hz to 21 kHz   RECOMMENDED  AMPLIFIER POWER   HD 525 10 to 100 watts  HD 650 10 to 125 watts  HD 800 10 to 150 watts   SENSITIVITY   88 dB 2 83V   1 meter    IMPEDANCE  6 ohm nominal   HEIGHT X WIDTH   With frame    HD 525  9 7 8  x 71 8   HD 650 11 ll 16 x83 4   HD 800 10 3 16  x 141 4    HOLE CUTOUT   HD 525  6 1 4 x 9   HD 650  7 5 8  x 10 5 8   HD 800  9 1 8  x 13 1 8    DEPTH BEHIND WALL   Assumes l 2 drywall    HD 525  2 1 2   HD 650  2 15 16   HD 800  3 1 8      Blending High Fidelity  and Archit...
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